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Abstract—We extend the quadratic program (QP)-based task-space character control approach—initially intended for individual

character animation—to multiple characters interacting among each other or with mobile/articulated elements of the environment.

The interactions between the characters can be either physical interactions, such as contacts that can be established or broken at will

between them and for which the forces are subjected to Newton’s third law, or behavioral interactions, such as collision avoidance and

cooperation that naturally emerge to achieve collaborative tasks from high-level specifications. We take a systematic approach

integrating all the equations of motions of the characters, objects, and articulated environment parts in a single QP formulation in order

to embrace and solve the most general instance of the problem, where independent individual character controllers would fail to

account for the inherent coupling of their respective motions through those physical and behavioral interactions. Various types of

motions/behaviors are controlled with only the one single formulation that we propose, and some examples of the original motions the

framework allows are presented in the accompanying video.

Index Terms—I.3 Computer graphics, I.3.7 three-dimensional graphics and realism, I.3.7.a animation, I.6 simulation, modeling, and

visualization, I.6.8 types of simulation, I.6.8.a animation

Ç

1 INTRODUCTION

CHARACTER animation through physics simulation aims at
generating interactive and physically plausible low-level

character motions from high-level task objectives. Generally,
the controller takes care of figuring out the necessary charac-
ter’s joint torques to realize desired tasks and feeds them to
the simulator, that will in turn solve the forward dynamics,
collision detection, and contact force problem with the given
torques to produce the finalmotion in real-time.

Our approach builds on the well-studied QP-based
method (see Section 2 for a brief review of previous studies).
The character locomotion controller is formulated as follows:

min
accelerations

joint torques

contact forces

X
quadratic objectives

subject to

equation of motion

contact no-slip

friction cone limits

joint torque limits:

8>>><
>>>:

(1)

TheQP (1) is solved at every simulation time-step, the state of
the character (positions and velocities) is updated after a

given simulator applies the joint torques resulting from the
optimization, and the QP (1) is executed for the next time-
step in a new iteration. However, since there might exist mul-
tiple solutions to the given simulator’s contact force problem,
we chose a solution that is independent of the external simu-
lator by integrating directly the accelerations resulting from
the optimization to generate themotion. Doing so also allows
us to use larger time-stepswhile preserving simulation stabil-
ity. Nonetheless, bypassing the external simulator in this
fashion does not hinder the targeted physics realism since the
QP (1) acts itself as a physics simulator (simulating the
dynamics equations of motion) provided that: (i) all the con-
tacts are established, maintained, and released at controlled
times, and (ii) unwanted collisions are avoided. Both (i) and
(ii) are characteristics of our work.

Previouswork has formulated the QP (1) for single charac-
ter animation problems exclusively. Our contribution is to
extend it to systems made of arbitrary numbers of interacting
characters and objects, ending upwith theQP formulation (2).
The rationale behind our idea, instead of simply using and
composing independent individual QP character controllers,
is to allow coherent interactions between the characters and
objects in the scene. The motions of the characters are indeed
coupled through the interactions between them. More specifi-
cally, we identified twomain categories of interactions:

First the physical interactions that occur whenever characters
are in physical contact with each other. They generate contact
forces in action/reaction pairs according to Newton’s third
law. In our extension of theQP,wepropose an ordering scheme
of the components of the systems and their respective forces so
as to keep one and only one representation of each action/reac-
tion pair for aminimal set of optimization variables.

The second category of interactions that implicitly create a
coupling between the motions is what we called behavioral

� J. Vaillant, K. Bouyarmane and A. Kheddar are with the CNRS-University of
Montpellier LIRMM Interactive Digital Humans group, 161 rue Ada, 34095
Montpellier, France. E-mail: {joris.vaillant, karim.bouyarmane}@gmail.com.

� A. Kheddar is also with the CNRS-AIST JRL UMI3218/RL, 1-1-1 Umezono,
Tsukuba 305-8568, Japan. E-mail: kheddar@gmail.com.

Manuscript received 20 May 2015; revised 9 Mar. 2016; accepted 10 Mar.
2016. Date of publication 14 Mar. 2016; date of current version 3 May 2017.
Recommended for acceptance by M. A. Otaduy.
For information on obtaining reprints of this article, please send e-mail to:
reprints@ieee.org, and reference the Digital Object Identifier below.
Digital Object Identifier no. 10.1109/TVCG.2016.2542067

1650 IEEE TRANSACTIONS ON VISUALIZATION AND COMPUTER GRAPHICS, VOL. 23, NO. 6, JUNE 2017

1077-2626� 2016 IEEE. Translations and content mining are permitted for academic research only. Personal use is also permitted, but republication/redistribution
requires IEEE permission. See http://www.ieee.org/publications_standards/publications/rights/index.html for more information.



interactions: these are the collision avoidance constraints and
the collaborative tasks. Collision-avoidance constraints
impose for the characters to be “aware” of the presence of
each other in their close vicinity and to “predict” each oth-
er’s motion in order to avoid collisions. The centralized QP
accounts for such awareness and inter-predictability, since
all the motions are computed together at once by one central
controller. Collaboration is also readily encoded in the
extension of the QP, by simply writing tasks that are auto-
matically dependent on the motions of the characters
involved in the cooperation action. The centralized QP will
make the actions coordinated in an optimal synergy for per-
forming the task.

Accounting for all these interactions that result in the cou-
pling of the motions, we propose the following compact and
easy-to-implement integratedmulti-character QP controller:

min
ða:1Þ multi-character accelerations

ða:2Þ multi-character joint torques

ða:3Þ minimal set of contact forces

X
quadratic objectives

subject to

ða:4Þ system of equations of motion

-coupled through Newton0s third law

contact no-slip ðwith the fixed environmentÞ
ða:5Þ contact no-slip ðmulti-character interactionÞ
friction cone limits

joint torque limits

ðb:1Þ joint position and velocity limits

ðb:2Þ collision avoidance

8>>>>>>>>>>>>><
>>>>>>>>>>>>>:

:

(2)

In the QP (2) our technical contributions are explicitly enu-
merated. The components enumerated (a.1) to (a.5) are con-
tributions pertaining to the formulation of the problem as a
multi-character system. The components enumerated (b.1)
and (b.2) are independent of the multi-character nature of
the problem and can as well be incorporated into existing
single character controllers. We empirically demonstrate
that the centralized brute-force approach consisting in solv-
ing one large integrated QP is computationally tractable, by
having implemented and executed our framework on a
standard laptop computer and generated our motions in
real-time or close to real-time.

The presentation of the method is structured in Section 3
as follows: we formulate the multi-character problem
(components (a.1) to (a.5) of (2)) with the system of equations
of motions in Section 3.1 and the contact no-slip constraint in
Section 3.2. Then, we detail the collision-avoidance con-
straint in Section 3.3 and the joint position and velocity limits

among others in Section 3.4. In order to make the paper self-
contained, we recall the rest of the components of the QP
that we borrow as such from the literaturewithout particular
alteration in our method. Those are the friction cone and tor-
que limits in Section 3.4 and the formulation of the quadratic
objectives/tasks in Section 3.5. The final form of problem (2)
is finally formulated as Equation (35) in Section 3.6. The rest
of the paper presents the results in the form of a description
of the accompanying video in Section 4, and a discussion
and conclusion in Section 5.

2 LITERATURE REVIEW AND RELATED WORK

Early work on character physics simulation achieved
impressive results using action-specific controllers [1], [2],
[3]. In these seminal works a controller is designed for a
given human skill (e.g., running, diving, pole-vaulting, bik-
ing) and per-joint PD servos track the designed motion in
physics simulation. This approach requires the skillful
design of a new controller for every new action, and later
works would apply the joint-space approach to broader or
more parametrizable classes of actions [4], [5], [6]. Task-
space approaches have been proposed as an alternative,
adapting work done in robotics [7], [8], [9], [10], see, e.g., the
work by Abe and Popoivi�c [11].

The task-space formulation is either based on strict lexi-
cographic prioritization—using null-space projectors; or on
weighted hierarchy—combining all the tasks in a single QP;
or on a mix of both. Our work is mostly inspired by previ-
ously proposed QP-based motion controllers [12], [13], [14].

Abe et al. [12] initially proposed a framework for achiev-
ing standing balance control of physically simulated charac-
ters in a given contact configuration with the environment,
which allows to either target a static reference posture or to
track motion capture data performed from a fixed stance.
Based on a similar QP formulation, but with a hybrid lexico-
graphic-weighted policy for the objectives/constraints,
De Lasa et al.[13] proposed a more general-purpose control-
ler for the locomotion of various biped characters. Momen-
tum objective as proposed by Macchietto et al. [15] and later
used by Al Borno et al. [16] was included and shown to
yield “natural-looking” behaviors for walking or jumping.
The QP controller was in this work coupled with a finite-
state machine (FSM) that builds the appropriate instance of
the prioritized-QP problem to control a given phase of the
locomotion. In our present work, we opted for the weighted
approach and similarly used FSM decompositions of the
various phases of our motions. That controller [13] was also
used as a low-level controller that realizes a higher-level
plan [17], showcasing robust bipedal walking and running
simulations.

Fig. 1. A selection of example animation scenarios that can be modeled in our framework, screenshots from the accompanying video.
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Jain et al. [14] proposed a slightly different formulation of
the problem, which is directly in the joint position space.
They demonstrate a wide variety of character balancing
behaviors, with one of them involving a cooperation
between two characters. The capabilities of our framework
seem similar in that regard. It is however unclear and not
detailed in the paper how the cooperation is effectively
achieved and if it was specifically designed for the example
motion. See Table 2 for further comparison.

Trajectory optimization approaches, on the other hand,
allow to synthesize broader ranges of parametrizable
motions at the expense of little or no interactivity and high
computational costs which often makes them unadapted to
real-time applications, but still achieving a high degree of
realism for original highly dynamic motions [18], [19], [20].
These works, however, are mainly about the locomotion of
one character in the world and do not integrate along with
it a manipulation behavior component [11], [21], [22], [23],
[24], a cooperative behavior component [25], [26], [27], [28],
a quadruped walking behavior component [29], a dexterous
hand component [30], to cite a few examples.

Recently Mordatch et al. [31], [32] introduced contact-
invariant optimization (CIO) motivated by our same
expressed desire of proposing a framework capable of
embracing a wide variety of classes of character motions at
once. They succeeded in demonstrating that their approach
enables to yield (i) locomotion behaviors beyond periodic
biped walking, e.g., climbing, crawling, standing-up
motions, etc. (ii) various hand dexterous manipulations,
and (iii) object-manipulation and multiple character cooper-
ating. Though this was done in an offline trajectory optimi-
zation approach which prevents real-time interactive
control possibilities and with simplified physics, our pres-
ent work is inspired by the same philosophy of generality in
the targeted character motion instances. We had previously
followed such a methodology proposing an inverse kine-
matics solver [33] and a contact planner [34]. We propose
now a real-time controller based on the same philosophy.

As for existing controllers allowing coherent interactions
between characters, Ho et al. [35] proposed a retargeting
method for motions involving characters in close interactions
(contacts, collision-avoidance). They adapt the close interac-
tions to different characters by using a representation based
on spatial relations called interaction mesh. Our proposed
approach is different in that it does not need a reference
motion input.

To sumup this section, ourwork can be seen as reconciling
different aspects of the works reviewed here in what thus
constitutes a novel approach. Namely, we fuse the aspects of
real-time interactive physics simulation [12], [13] with a gen-
eralmotion planning philosophy [36], [31], or, in otherwords,
we target the same level of generality attained in the latter
works [36], [31] using the more flexible, interactive-control-
enabling approach of the former works [12], [13].

3 METHOD

3.1 Equation of Motion (EOM)

Our method considers all the interacting characters, objects,
and the environment in the scene as one system. Let us
denote n the number of all identified independent

subsystems in the scene. One such independent subsystem
can be a character, a rigid object (e.g., manipulated box), an
articulated part of the environment (e.g., a door, a valve,
etc.), see Fig. 2. We index them with the variable i in
f1; . . . ; ng, and we use the index i ¼ 0 for the rest of the rigid
inertial environment (ground, walls, stairs, etc.). Every sub-
system i 2 f1; . . . ; ng can be modeled as either a fixed-base
or a floating-base articulated kinematic tree with configura-
tion vector qi 2 Rmi (which includes the free-floating base
position/orientation if any and the joint angles if any), and
behave following their respective EOM1

MiðqiÞ€qi þNiðqi; _qiÞ ¼ Jall;iðqiÞT fall;i þ Siti ; (3)

where ti 2 Rai is the vector of torques acting on the actuated
DOFs of the subsystem (ai ¼ 0 for a manipulated object and
for passive articulated part of the environment) and
Si 2 Mðmi; aiÞ is the selectionmatrix thatmaps the dimension
of ti to that of qi by extending ti with zeros at the indexes of
the non-actuated DOFs (which include the free-floating base
DOFs if any). The subsystem is supposed to be subjected to

the action of a set of ni point contact forces fall;i 2 R3ni with
respective Jacobians at the corresponding contact points
Jall;i 2 Mð3ni;miÞ.Mi andNi are respectively themass matrix
and the term regrouping the non-linear effects and the grav-
ity. Equation (3) reduces to theNewton-Euler EOM for a rigid
body subsystem (e.g., a manipulated object).

Each contact force applied at subsystem i is either
applied by the inertial environment or by another subsys-
tem j and thus appears, in the latter case, with an opposite
sign in subsystem j’s EOM according to Newton’s third
law. We thus rewrite all Equations (3) in the following
forms:

MiðqiÞ€qi þNiðqi; _qiÞ
¼ J0;iðqiÞT f0;i þ J1;iðqiÞT f1;i � J2;iðqiÞT f2;i þ Siti; (4)

where f0;i are the contact forces applied by the environment
on subsystem i, f1;i are the contact forces applied by subsys-
tems j 2 f1; . . . ; i� 1g on subsystem i, and f2;i are the forces
applied by subsystem i on subsystems j 2 fiþ 1; . . . ; ng.

Fig. 2. Various instances of subsystem types that combine together to
create the full system controlled as a whole in the animation scene.
Each individual subsystem is represented in a different color.

1. The notations of the paper are consistent with the conventional
identification of vectors as column matrices (and not as row matrices)

Rr � Mðr; 1Þ, meaning that ð�1; . . . ; �rÞ � �1 � � � �rð ÞT and in partic-
ular that ð�1; . . . ; �rÞ 6� �1 � � � �rð Þ. Mða;bÞ denotes the set of real
matrices of a rows and b columns.
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Let F0, F1, F2 be respectively the stacked vectors of all the
forces f0;i’s, f1;i’s, and f2;i’s, i.e.,

Fk ¼ ðfk;iÞ1�i�n; k ¼ 0; 1; 2 : (5)

Since, 8i 2 f1; . . . ; ng, all the forces in f2;i appear at some
position in some of the f1;j forces, with j in a subset of
f1; . . . ; ng, we can write f2;i ¼ fiF1 where fi is a selection
matrix that selects the adequate elements in F1 and reorders
them into f2;i.

Equations (4) thus take the following forms:

MiðqiÞ€qi þNiðqi; _qiÞ
¼ J0;iðqiÞT f0;i þ J1;iðqiÞT f1;i � J2;iðqiÞTfiF1 þ Siti: (6)

The common variable F1 binds together all the Equations (6).
This binding transcribes the coupling of the motions
through the physical interactions among the subsystems. By
denoting q ¼ ðq1; . . . ; qnÞ and t ¼ ðt1; . . . ; tnÞ and by stack-
ing together all the elements of Equations (6):

MðqÞ ¼ diag M1ðq1Þ; . . . ;MnðqnÞð Þ; (7)

JkðqÞ ¼ diag Jk;1ðq1Þ; . . . ; Jk;nðqnÞ
� �

k¼0;1;2
; (8)

S ¼ diag S1; . . . ; Snð Þ; (9)

F ¼
f1

..

.

fn

0
B@

1
CA ; (10)

Nðq; _qÞ ¼
N1ðq1; _q1Þ

..

.

Nnðqn; _qnÞ

0
B@

1
CA ; (11)

we can rewrite Equations (6) as one EOM of the full system
that makes up our animation scene:

MðqÞ€q þNðq; _qÞ ¼ J0ðqÞTF0 þ J1ðqÞT � J2ðqÞTF
� �

F1 þ St :

(12)

Note: F defined in (10) is a square permutation matrix,2

thus in particular an orthogonal matrix FTF ¼ I, since it
maps the triple position of every internal contact force of
the system in the stacked vector F1 to its Newton’s third
law counterpart triple position that uniquely exists in the
stacked vector F2. The relation F2 ¼ FF1 encodes Newton’s
third law in the whole system and in (12). F2 does not
appear in this equation anymore and thus ðF0; F1Þ is the
minimal set of force optimization variables we keep in the
formulation. See Fig. 3 for a simple case example.

3.2 Contact No-Slip

In addition to (12), the consistency of the physical interac-
tions that occur in the scene is ensured by enforcing the fol-
lowing contact no-slip constraints:

J0ðqÞ _q ¼ 0 ; (13)

J2ðqÞ _q ¼ FJ1ðqÞ _q : (14)

Equation (13) is usually written in existing single character
QP controllers, encoding the zero-velocity condition of the
contact points of the subsystems with the inertial environ-
ment. Equation (14) however is exclusive to themulti-charac-
ter system and encodes the zero-relative-velocity condition of
all pairs of contact points belonging to pairs of subsystems in
contact. The mapping F introduced in the previous section
allows a very compact encoding of this condition. It expresses
that the mapping of the contact forces F2 ¼ FF1 is conserved
for the contact point velocities obtained from the stacked
Jacobian matrices through the principle of virtual work. Note

that sinceF�1 ¼ FT , Equation (14) is equivalent to

J1ðqÞT � J2ðqÞTF
� �T

_q ¼ 0 ; (15)

and, consequently, F1 can be interpreted as the Lagrange
multiplier associated with this constraint in (12).

Equations (13) and (14) are time-differentiated to obtain
constraints on the accelerations compatible with the QP:

J0ðqÞ €q þ _J0ðqÞ _q ¼ 0 (16)�
FJ1ðqÞ � J2ðqÞ

�
€q þ F _J1ðqÞ � _J2ðqÞ

� �
_q ¼ 0 : (17)

These formulations are prone to numerical instability since
the QP solver cannot ensure a perfect numerical satisfaction
of the constraint. It does so only within a certain tolerance
threshold. Hence the relative acceleration of the contact
links is not perfectly zero, and their relative velocities might
diverge in a prolonged contact state. The numerical problem

Fig. 3. Deriving the entire system’s EOM from the individual subsystems
respective EOMs. Each subsystem is shown in a different color and the
contact forces applied on a subsystem are shown in the same color as
the subsystem. Contact forces that are left as optimization variables
from our ordering convention and that effectively appear in the QP prob-
lem are shown as solid arrows (they make up the variables F0 and F1),
while dashed arrows represent the corresponding reaction forces. The
relation F2 ¼ FF1 encodes Newton’s third law, and the forces �F2, by
convention, do not independently appear in the QP. The upper brace
EOM shows how the three individual EOMs are coupled through the con-
tact forces f1;2 and f1;3, i.e., through the QP variable F1.

2. More precisely, if 3k is the size of F1, where k is the total number
of point forces from our ordering convention stacked into F1, then F is
of the form F ¼ P � I3 where P is a permutation matrix of size k� k
and I3 is the 3� 3 identity matrix. The operator � denotes the Kro-
necker product.
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also occurs when the initial velocities are not exactly the
same when the contact is established and the constraint acti-
vated. Consequently, we replace the formulations (16)
and (17) with an empirically more stable formulation as
follows.

For every contact between subsystem i and the fixed
inertial environment, let us denote v0;i the 6D linear and
angular velocity and J 0;i 2 Mð6;miÞ the corresponding lin-
ear and angular Jacobian of the contact link of the subsys-
tem; the no-slip constraint for this contact link is written as:

J 0;i€qi þ _J 0;i _qi ¼ � v0;i
Dt

; (18)

where Dt is the integration time-step. This differential equa-
tion leads to a velocity that converges to zero. The con-
straints (18) replace the constraint (16).

For a contact between subsystems i and j, let v1;i and
1;iv2;j denote respectively the 6D velocity of the contact link
of subsystem i (“link 1”) and the 6D velocity of the contact
link of subsystem j (“link 2”) transformed in link 1 frame
and expressed at the same reference point (in the sequel we

denote it for brevity only as v2;j). Finally let J 1;i and
1;iJ 2;j

(for brevity again denoted J 2;j) denote the corresponding
6D Jacobians. The new formulation of (17) is obtained by
writing the differential equation on the relative velocity:

v1;i þ
�
J 1;i€qi þ _J 1;i _qi

�
Dt ¼ v2;j þ

�
J 2;j€qj þ _J 2;j _qj

�
Dt : (19)

However, this latter formulation might also lead to numeri-
cal inaccuracies since the transformation from the frame of
link 2 to that of link 1 is not constant over time (small per-
turbations leading to loss of contact). It results in non-zero
relative velocities. We propose an empirically more stable
version of (19) (tested in the examples of Section 4 for inte-
gration time-steps Dt ranging between 5 ms and up to
33 ms) by accounting for the error in the transformation
between the frames of the two links in the following law:

v1;i þ
�
J 1;i€qi þ _J 1;i _qi

�
Dt� v2;j �

�
J 2;j€qj þ _J 2;j _qj

�
Dt

¼ �
Err 2;jXref

1;i
1;iX2;j

� �
Dt

; (20)

where Err 2;jXref
1;i

1;iX2;j

� �
expresses the 6D error between:

(1) 1;iX2;j : the current transformation between the link 2
frame and the link 1 frame (at the current time-step),

(2) 1;iXref
2;j : the initial “reference” transformation between

the link 2 frame and the link 1 frame (at the initial
time-step inwhich the contact was established).3

3.3 Collision Avoidance

Collision avoidance is one of the behavioral interactions
between the subsystems of the scene that create an implicit
coupling of their motions. The collision-avoidance constraint
is however not exclusive to the multi-character problem and
can also be used in single character applications for avoiding
static ormoving obstacles.

To the best of our knowledge, no previous QP-based
approach proposed in the literature has dealt with this kind of
constraint at such low level, and detailing it here constitutes
an original addition to state-of-the-art QP-based controllers.
Existing collision-avoidance approaches are usually encoded
at higher levels with predefined, known, obstacle trajectories
or with predicted obstacle motions, e.g., [14], [28]. Our
approach does not need any pre-computation or prediction of
trajectories and acts in a reactive fashion to any currently
occurring motions. Recent work, that also includes collision-
avoidance constraints in a QP-based control, can be found
in [37]. Other related work incorporates a reactive collision
avoidance scheme similar to the one we use here in an
inverse-kinematics-basedmotion reconstruction frommotion
capture data [38].

A collision-avoidance constraint in our framework can be
written between any pairs of bodies in the scene, whatever
subsystem they belong to (including the inertial environ-
ment). The distance computation method we use is an
implementation of the Gilbert, Johnson and Keerthi (GJK)
algorithm, as detailed in [39]. At every configuration of two
convex bodies, The GJK algorithm computes the two witness
points belonging to their respective surfaces. They are
defined as the pair of points such that the distance between
them is equal to the distance between the two convex bod-
ies. These witness points move along the surfaces of the two
bodies as their configuration change over time. We apply
the positive distance constraint on these two moving points,
thus guaranteeing the satisfaction of the collision-avoidance
constraint between the two considered convex bodies they
belong to, as they move over time. Non-convex bodies are
decomposed into convex components (or approximation
thereof if no such decomposition exists) and the constraint
is applied on the convex components.

The formulation of the collision-avoidance constraint
relies on velocity damping initially proposed in robotics
applications [40], [41]. Let us consider two bodies of the
scene belonging respectively to subsystems i and j for
which we would like to write the collision-avoidance con-
straint. The distance d between the two bodies is

d ¼ sjjp1;i � p2;jjj ; (21)

where p1;i and p2;j are the two witness points, and s ¼ þ1 if
there is no collision and s ¼ �1 if there is collision, in which
case d is an inter-penetration distance. A basic velocity
damper behaviour is obtained through the following
inequality

_d 	 ��
d� ds

di � ds
; (22)

where �, ds, and di are fixed parameters representing respec-
tively the damping factor, the security distance, and the
influence distance below which the constraint is activated.

3. If BXA denotes a 6D transformation matrix from frame A to frame

B, BXA ¼ R 0
�ðRrÞ� R

� �
, where R and r denote respectively the rota-

tion matrix and translation vector from frame A to frame B, ErrðBXAÞ
is defined as the 6D vector ErrðBXAÞ ¼ ln R

r

� �
, where ln R is defined

as the the angular velocity vector that yields R over a unit time, i.e.,
R ¼ expðwtÞwith t ¼ 1.
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A QP-compatible version can be written as

€d 	 1

Dt
��

d� ds

di � ds
� _d

� �
: (23)

Denoting u ¼ ðp1;i � p2;jÞ=d the unit vector between p1;i

and p2;i, the derivative _d is obtained as _d ¼ ð _p1;i � _p2;jÞTu.
Finally denoting J lin

1;i and J lin
2;j respectively the linear (transla-

tional) Jacobians of subsystems i and j at p1;i and p2;j, equa-
tion (23) takes the following final form that we add as a
constraint to the QP

uT
�
J lin
1;i €qi þ _J lin

1;i _qi � J lin
2;j€qj � _J lin

2;j _qj

�
þ _uT ð _p1;i � _p2;jÞ

	 1

Dt
��

d� ds

di � ds
� _d

� �
: (24)

See Fig. 4 for a schematic illustration of the behavior.
One limitation of this collision-avoidance approach is

the possibility of the bodies to get stuck in local minima.
The solution we retained for avoiding them is by letting
the user specify, in the FSM described below, intermedi-
ate way-points to guide the motion away from such local
minimum if it occurs. One single way-point is in general
sufficient and the user does not need to specify any
explicit trajectory.

3.4 Other Constraints of the Motion

The next set of constraints is the unilateral contacts and fric-
tion cone constraints. A QP-compatible formulation of those
is obtained by linearizing the friction cones into friction pyr-
amids such that the forces F0 and F1 can be respectively
written as F0 ¼ K0L0 and F1 ¼ K1L1, where K0 and K1 are
the matrices of unit vectors generators of the pyramid
edges, and L0 and L1 the coefficients along these generators.
The unilateral and friction cones constraints become:

L0 	 0 and L1 	 0 : (25)

We modeled two types of contacts with this contact
framework: planar contacts and grasp contacts. Planar con-
tact areas (e.g., foot sole) are modeled with four contact
points and contact normals on a plane approximation of the
contact area. Grasp contacts are modeled with four contact
points and normal vectors distributed along a cylindrical
approximation of the hand palm and fingers contact area.
We used 4-edge pyramid approximations of the friction
cones, thus each contact of either type contributes with 16
variables in one of the two vectors L0 and L1. See Fig. 5.

The last set of constraints are the position, velocity, and
torque limits constraints

qmin � q � qmax ; (26)

_qmin � _q � _qmax ; (27)

tmin � t � tmax : (28)

The joint limit constraint (26) is necessary for the geomet-
rical consistency of the scene, while the torque limit con-
straint (28) can be enforced for its physical consistency if
desired. The velocity limit constraint (27) is more inherited
from robotics applications although not always relevant in a
computer animation context. We include it in this descrip-
tion for completeness. QP-compatible formulations of
inequalities (26) and (27) can be written respectively as

Fig. 4. Illustration of the collision-avoidance method. In the left figure, the
blue and red bodies must avoid colliding. The thin purple layer wrapping
the red body represents the security “forbidden” zone from which we con-
sider that collision has occurred (this security distance can just be
reduced to zero), the light blue zone shows the influence distance from
entering which the constraint is activated and starts influencing the
motions of the bodies. The right figure is decomposed into three sequen-
tial time frames. The bottom time frame shows the initial position and
expected motion of the arm performing a reaching task. This expected
motion will collide with the red obstacle. Between the bottom and the mid-
dle time frames, the motion of the arm occurs outside of the influence
zone, so themotion is not affected and still follows the expected path. The
middle time frame shows the arm position at the instant when it enters the
influence zone, and the expected path that it was following when entering
that zone (the same as the previous time frame). At that instant when the
arm enters the influence zone the constraint is activated. The top frame
shows the actual motion of the arm that was deviated from the expected
path after entering the influence zone, this new deviated path avoids the
obstacle by avoiding the purple security layer around it.

Fig. 5. Example of contact surfaces and contact point modeling. Feet
contacts (left) are modeled as 4-point planar contacts. Hand grasp con-
tact surfaces (middle) are modeled as cylindrical surfaces with four con-
tact points around the surface (note that the pyramids are oriented to the
outside for the hand-attached contact cylinder but are oriented to the
inside of the cylinder for the object-attached cylindrical grasp surface,
the latter are omitted in the figure for clarity). The hands can also be
used for planar non-grasp surface (right) similarly to the feet or other pla-
nar contact areas such as the buttocks for sitting.
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qmin � q � _qDt
1
2Dt

2
� €q � qmax � q � _qDt

1
2Dt

2
; (29)

_qmin � _q

Dt
� €q � _qmax � _q

Dt
: (30)

However, the formulation (29) leads to strong decelera-
tions when the joint comes close to its limit and to disconti-
nuities in the torque output by the QP. To solve this we
introduce a velocity damper similar to the one used for colli-
sion avoidance in the previous section. Let dmin ¼ q � qmin

and dmax ¼ qmax � q, we replace (29) with

�� dmin�ds
di�ds

� _q

Dt
� €q �

� dmax�ds
di�ds

� _q

Dt
; (31)

which are added as constraints when dmin � di and dmax � di
respectively.

3.5 Tasks/Objectives

The tasks/objectives of the motion are expressed in terms of
features of the system, a feature being any function xðqÞ such
as the position of the hand of the character, the trajectory of
the foot of the character, the configuration of a door (opening
angle), the position/orientation of a floating object, etc. A
feature is associated with a Jacobian Jx such that _x ¼ Jx _q and

€x ¼ Jx€q þ _Jx _q. For a number M of simultaneous objectives
ðx1; . . . ; xMÞ in a given phase of the animation, the quadratic
cost function tominimize in the QP is defined as

cq; _qð€qÞ ¼
XM
m¼1

wmjj€xm � €xd
mjj2 ; (32)

where wm are the relative weights of the objectives that are
tuned by the user depending on which objective they would
like to favor and depending on the observed behavior
resulting from that choice (e.g., falling down would suggest

increasing a COM objective weight); €xd is a desired behavior
that we borrow from the previous work [12] as

€xd ¼ �kðx� xrefÞ � 2
ffiffiffi
k

p
ð _x� _xrefÞ þ €xref ; (33)

where xref is a reference trajectory that the user designs and
would like to track, or a fixed value around which they
would like to regulate the feature. k is a defined stiffness
gain for the task. In the example animations of this paper, it

was sufficient to use only piecewise constant profiles of xref ,

i.e _xref ¼ 0 and €xref ¼ 0 and thus

€xd ¼ �kðx� xrefÞ � 2
ffiffiffi
k

p
_x ; (34)

both for regulating the feature x around a constant value

xreg (xref ¼ xreg) and for steering the feature x to a distant tar-

get value xtgt (xref ¼ xtgt) (though we also implemented the
target objective proposed in [13], but we did not use it in
our applications). In the coming Figures containing example
objective descriptions (Figs. 6, 11, 12 later in the paper), we
textually refer to both these kinds of tasks (regulating and

targeting) as “Set x to xref” since (34) is used for both.
A typical phase of the animations we produced in the

examples required the design of the following tasks:

� a reference rest pose for the whole configuration of
the system. It can be rapidly sketched by the user
giving a gross approximation of the expected pos-
tures during the motion, or obtained by means of
inverse kinematics if the user wants a more refined
pose, e.g., [42]. This task is typically low-weight task
and used as a “background” task for regulating the
values of the DOFs that are not used for the other
tasks. In each of the demonstrated animation exam-
ples of this paper, only one rest pose was used both
to initialize the system and for the whole motion;

� the reference/target COM of a character. We either
regulate the COM around its stable static-pose value
or its projection at the center of the support polygon,
or we steer its projection away from a given contact
area and into the reduced support polygon to remo-
ve that contact;

� the target 6D position and orientation of the swing
foot of the characters in locomotion phases, includ-
ing both the landing position of the foot and mid-
step height;

� a target 3D position of the hand of a character for
reaching tasks for example;

� a target 3D or 6D position of a rigid manipulated
object, a target configuration/joint angle/position/
orientation of an articulated part of the environment
with which a character interacts;

� a reference/target COM of a group of characters/
objects in contact with each other and moving
together in physical interaction.

While all these tasks and features are classically used
in existing QP controllers, the main novelty of our present
work lies in the latter two tasks which are a specificity of
our multi-character multi-object approach. Collaborative
behaviors naturally emerge from all the characters pres-
ent in the scene when controlling a feature that involves
these characters. A single feature such as the position of a
collaboratively manipulated heavy or bulky object will
autonomously drive the behavior of all the characters that
are in direct or indirect contact with this object or that are
grasping a part of it. The same remark goes for the single
COM of the system made of these characters and object.
As previously introduced, these types of interactions and
synergies among characters are part of the behavioral
interactions that implicitly concur in the coupling of their
motions.

3.6 Final QP and Finite-State Machine (FSM)
Controller

The QP problem that is solved at every time-step of the sim-
ulation is formulated as follows

min
€q;t;L0;L1

cq; _qð€qÞ

subject to ð12Þ ð18Þ ð20Þ ð24Þ ð25Þ ð28Þ ð30Þ ð31Þ:
(35)

At every control time-step Dt, the problem (35) is solved
and the resulting €q is integrated to update the state ðq; _qÞ of
the system for the next time-step iteration.

An alternative approach would have been to sequentially
solve, within each iteration time-step, n “small” QPs, one for
each subsystem, rather than our integrated QP for the whole
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system. The contact forces and the positions of the contact
points solved for QPs number 1 to i are fed as inputs to QP
number iþ 1, and this iteratively for i 2 f1; . . . ; n� 1g. This
approach would however prove sub-optimal and could lead
to unfeasible problems whereas the one-QP approach would
find a feasible solution. See Appendix B for a minimal theo-
retical example comparison between our integrated QP
approach versusmulti-QP strategies.

To create the final animation, the user needs to decom-
pose the motion in phases within each of which the instance
of the QP (35) remains the same, i.e., phases with a fixed set
of contacts and a fixed set of objectives, though the tracked
target value of a given objective can vary in time within a
given phase. A finite-state machine handles the transitions
between the different phases of the motion (states of the
FSM) when transition conditions are realized, e.g., foot
landed, COM shifted, grasp established, grasp released,
contact established, contact broken, etc.

Advanced FSM strategies as proposed in [13], [14] can
also be used, though the use of [13] would require an addi-
tional effort in adapting its prioritized formulation to our
weighted one (for example by assigning weights one order
of magnitude higher for every priority level), especially for
locomotion phases for which we just contented ourselves in

the demonstrated examples with basic quasi-static, slow-
gait, locomotion FSMs (alternating swinging feet and shift-
ing COM projection on the new support polygon) for illus-
tration purposes. See Figs. 6 and 7.

4 RESULTS

We assessed our framework with original animation scenar-
ios involving and incorporating multi-character interaction
and cooperation, object manipulation, and interaction with
the environment, see Fig. 8. See also Fig. 1 for screenshots
from the accompanying video.

4.1 King

Two characters are lifting a third one sitting on a litter vehicle
(king carrier). The whole system is made of four sub-sys-
tems: The three characters (floating-base multi-body sys-
tems, 6 + 30 DOFs each), and the litter vehicle (free-floating
rigid object, six DOFs). The FSM for this example is provided
in Appendix A. In the interactive mode, the user controls the
3D ðx; y; zÞ position of a point in the scene that the carried
character has to reach with her left hand (reaching task). The
cooperative behavior of the two carriers in adjusting the
position and orientation of the litter vehicle to ease the task
for the third character emerges automatically, without any
explicit specification.

4.2 Funambulist

A character walks along a narrow beam (the width of the
beam equals that of the character’s foot), holding a barbell
with randomly time-varying weights at each extremity.
This is a locomotion-and-manipulation system). The anima-
tion is decomposed into an autonomous locomotion phase
and a user-interactive one. The locomotion phase is con-
trolled by a cyclic two-state FSM as in Fig. 6. The collisions
between the legs during the swing phase are automatically
avoided despite the constrained narrow line walking. When
writing the FSM the user only has to worry about the foot
landing position and mid-step height without providing
collision-free trajectories. In the interactive mode, the
arrows displayed on the scene are used to increase/
decrease each of the two weights of the barbell. The charac-
ter reacts in real-time making the adjustments in her posture
to keep balance autonomously.

4.3 Sword

Two characters engage in an unfair battle with one of them
equipped with a sword and the second one bare hands. The
second character is however endowed with superior colli-
sion-avoidance capabilities that allow her to survive by
dodging the swordsman’s sword swipes while keeping

Fig. 6. FSM building-blocks with minimal sets of objectives. The two top
states (blue and red) are the two states for cyclic locomotion alternating
left foot and right foot steps. The two middle states (green and orange)
are for general contact and grasp events (adding/removing). The bottom
state (gray) is for non-locomotion phases (e.g., interactive reaching).
Additional objectives can be added to these minimal sets of objectives
depending on the particular scenario.

Fig. 7. Animation authoring workflow.
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balance. The animation is decomposed into a scripted phase
and a user-interactive phase. In the scripted phase the
swordsman follows a sword trajectory pre-designed by the
user. In the user-interactive mode the arrows on the scene
are used to control the movements of the sword, autono-
mously driving the movements of the swordsman without
explicit control of his posture or his end-effector tasks. The
dodging character’s movements are fully autonomous and
they all emerge from the two constraints: balance and colli-
sion avoidance.

4.4 Acrobats

Three characters team up in a three-story human tower
building enterprise. For the purposes of this animation we
dropped the torque limit constraint of the bottom character
enabling her with intentional superhuman power. The
detailed FSM of the scenario is provided in Appendix 5. In
the user interactive phase the user controls the 3D position
of the COM of the top character, thus shaking the whole
tower structure that manages to keep upright and to avoid
collapsing by autonomously adjusting the postures and
COMs of subsystems of characters.

4.5 Door, Box, Valve, Lever

The final animations demonstrate various kinds of interac-
tions with the environment:

Door: The character opens and closes a door. The door is
modeled as a 2-DOF fixed base multi-body system: 1 DOF
for the hinges of the door and 1 DOF for the knob (both revo-
lute joints, both un-actuated). The animation is decomposed
into two phases: 1) rotating the knob and 2) rotating the door.

Valve: The valve has also 2 DOFs, one revolute joint at
the handle and one for the valve itself, the two joints having
parallel axes this time.

Box: The character operates a box by establishing planar
contacts between her hands and two opposite surfaces of
the boxes (not grasps). A random 6D trajectory of the box is

specified and the character tracks it autonomously account-
ing for its mass and keeping balance.

Lever: The character operates a 1 DOF non-actuated lever
equipped with passive spring-damper at its revolute joint
and with an on-purpose voluminous part near its end. The
character follows the task while keeping balance and avoid-
ing collision with the lever.

Tables 1 and 2 and Figs. 9 and 10 present experimental
figures for all the scenarios. The computation time figures
were collected on a laptop Dell Alienware 14 with 7.7GiB
memory, Intel Core i7-3720QM@2.60GHzx8, running under
Ubuntu 12.04 64bits from a C++ implementation of the
framework. The EOMs, kinematics, and dynamics were
computed using the implementations of the algorithms
in [43]. Simulations were performed directly by integrating
the resulting €q of the QP without using an external simula-
tor. The QP solver used is LSSOL [44]. The generic human-
oid character model (mass, inertia, link lengths, torque
limits, joint angles and velocity limits) we used was an

Fig. 8. Schematic representations of the demonstrated example scenarios. In each scenario each subsystem is represented in a different color and
the contact forces applied on a given subsystem are represented in the same color as the subsystem (gravity forces are not represented for clarity).

TABLE 1
Experimental Figures for the Example Scenarios

King Funamb. Sword Acrobats Door

Nb. subsyst. 4 2 3 3 2
DOFs 114 42 78 108 38
Act. DOFs 90 30 60 90 30
Planar ctc. pts. 28 8 16 24 8
Grasp ctc. pts. 16 8 8 0 4
Nb. Col. pairs 6 7 33 6 1
QP size 380 136 234 294 116
Eq. constr. 246 90 150 180 74
Ineq. constr. 298 99 317 282 93
Min t (ms) 4.45 0.89 0.76 5. 97 0.77
Max t (ms) 84.51 5.10 14.97 34.88 2.33
Med t (ms) 22.72 1.29 6.12 8.10 0.89
Dt (ms) 33.33 5.00 10.00 10.00 5.00
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HRP-4 model. Dynamics parameters for the other objects,
door, valve, sword... were roughly estimated based on real-
life objects and simple geometric model formulas.

5 Discussion and Conclusion

We presented a framework that greatly extends the scopes
of applications of QP-based character controllers to anima-
tion scenarios beyond simple locomotion. We wrote all the
EOMs of the characters, floating objects, articulated envi-
ronment parts, as particular instances of the general multi-
body system dynamics equation. We coupled them together
through physical and behavioral interactions in the form of
multi-character-specific constraints or task objectives. We
could thus adapt the multi-objective feature-based QP con-
trol approach to the control of the full system that is made
up of all the moving and interacting elements/characters
that appear in the scene.

The focus of this work was on the low-level controller.
The latter was coupled with FSMs that decompose the
scenarios into states with a fixed set of tasks and transi-
tion conditions between those states to change/add/

TABLE 2
Quantitative Comparisons Between this Work (Last Column)
and Selected Reference Prior Work: Abe et al. (2007) [12],

Jain et al. (2009) [14] and de Lasa et al. (2010) [13]

[12] [14] [13] This

Retained QP output t q €q €q€q

Pb. size (char. DOFs) 41 37 41 38-114
QP solver MOSEK SNOPT MOS./QPC LSSOL

Processor (Intel) P4 Core 2 Xeon Core i7

QP control freq. (Hz) 30 100 100 30-200

Time-step (ms) 33 10 10 5-33
Resol. time (ms) 13-19 100-500 10-20 0.9-22

Real-time 100% 2 to 10% 50 to 100 % 100%

Multi-char. form. no unclear no yes
Reactive coll. av. no no no yes

Fig. 9. A representation of the computation time requirements of our
framework as a function of the complexity of the scenarios (represented
here by themaximumQP size of the scenario, i.e., the total number of sca-
lar variables in the QP of the scenario). The median iteration time (blue
curve) is the most significant data as the peak iteration times (red dashed
curve) are rarely reached and occur only at isolated points of time during
the motion (mainly at the discrete contact change events). The integration
time-step is adjusted to the median iteration time to keep real-time interac-
tivity possible. From the profile of the blue curve we can expect that the
framework would still have reasonable though non real-time computation
times for significantly more complex scenarios if desired.

Fig. 10. Tracking of the computation times of each time-step of the exam-
ple scenarios. From top to bottom: one step of the King scenario, the
Funambulist scenario, the Sword scenario, the Acrobats scenario, and
the Door scenario. Vertical dashed lines represent FSM state transition
events.
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remove tasks. Although simple FSMs were used mainly
to serve as demonstrators of the performances of the
low-level controller, this simplicity might have lead in
some cases to over-simplifications that resulted in unre-
alistic behaviours, such as the perfect coordination of the
carriers’ feet in the King scenario. In these cases a little
more creative effort would be required from the user in
the FSM design.

The use of simple FSMs also caused two other limita-
tions. First the balance criterion used throughout the
demonstrated scenarios was a quasi-static one, controlling
the ground projections of the COMs of the multi-charac-
ters system to their statically stable positions with set-
point tasks. Second, the absence of a look-ahead scheme
in the controller prevents realizing more dynamic move-
ments while staying balanced. These two limitations can
be handled in the future by coupling the local QP control-
ler presented here with a preview controller, in a model-
predictive control (MPC) scheme (e.g., [17] or more
recently in multi-contact behaviors [45]) on the COM of
the full system and/or on the COMs of selected subsys-
tems. A more challenging direction lies in increasing the
level of autonomy of the framework by even sparing the
user the design of the FSM itself and deriving this FSM
from a planning phase, such as the idea in [34] with even
higher-level objective specifications.

In this work, the interactions among the multiple charac-
ters are instantaneous and perfect, which does not resemble
how the humans actually interact with each other. This
could lead to unnatural visual results. It can be improved in
future work by simulating the communication delays
between the characters. Such communication could occur
through vision, forces, speech, etc, all of which can be inte-
grated in the framework.

In additional future work, the computation times can be
further substantially improved for larger problems by tak-
ing advantage of the sparsity of the QPs and hence using a
solver that handles this property. We plan to integrate
motion-capture data in the framework by replacing the
rest pose objective with the reference motion tracking
objective.

Finally, this work is currently being applied to real
robots. We are controlling through this scheme multiple
humanoid robots collaborating for a task and a single
humanoid robot that manipulates mobile or articulated
parts of the environment such as a door or a drawer.
This was made possible since the humanoid robots we
are applying the work to, namely the HRP-2 and HRP-4
robots, are position controlled. Thus we are able to use
the joint accelerations output by the QP and integrate
them to send the resulting position commands to the
robots. This control scheme justifies our approach versus
a torque-output one which would be suitable for torque-
controlled robots.

APPENDIX A

FSM DETAILS

See Figs. 11 and 12.

Fig. 11. Detailed FSM for the King scenario.

Fig. 12. Detailed FSM for the Acrobats scenario. For clarity we only detail
the state objectives and omit the transition conditions. Abbreviations
used int he descriptions of objectives: SP Support Polygon, TC: Top
Character, MC: Middle Character, BC: Bottom Character.
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APPENDIX B

THEORETICAL CASE STUDY

See Fig. 13.
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Fig. 13. A theoretical case study to compare the proposed approach with
different other approaches. The system is made of object 1 that is actu-
ated through a thrust force (blue arrow) and object 2 that is unactuated.
The task is on the final position of object 2, which cannot move by itself
and thus needs an interaction with object 1 to realize the task. We com-
pare different approaches in each of the four cases, first the proposed
approach based on one integrated QP and then three different
approaches based on two independent QPs, one for each object. 1) In
the top-left, the proposed integrated QP solves for the actuation force of
object 1 to push object 2 to the desired final position. Both equations of
motions and dynamic parameters of the two objects, as well as the spec-
ified actuation limit constraint on object 1, are taken into account when
computing the force. 2) In the bottom-left, an independent QP is formu-
lated for object 1 to reach the same final position as in the previous
case. It results in lesser actuation force since the mass of object 2 is not
taken into account when computing the force on object 1. As a conse-
quence the actuation force is not sufficient to push both objects 1 and 2
together when they come into contact, and finally the task for object 2 is
not realized. 3) In the top-right, an independent kinematic QP is formu-
lated for object 2 to realize its task without accounting for the actuation
limit of object 1. Subsequently, an independent QP is formulated for
object 1 to follow the resulting motion of object 2. It results in an actu-
ation force on object 1 that reaches its specified limit before being able
to match the kinematic motion of object 2, which means that the contact
between object 1 and object 2 is never established throughout the
motion. 4) In the bottom-right, the contact constraint is enforced, which
leads to an actuation force on object 1 that violates its specified limit in
order to be able to match the motion of object 2.

VAILLANT ETAL.: MULTI-CHARACTER PHYSICAL AND BEHAVIORAL INTERACTIONS CONTROLLER 1661



[28] C. K. Liu, A. Hertzmann, and Z. Popovi�c, “Composition of com-
plex optimal multi-character motions,” in Proc. Symp. Comput.
Animation, 2006, pp. 215–222.

[29] S. Coros, A. Karpathy, B. Jones, L. Reveret, and M. Van De Panne,
“Locomotion skills for simulated quadrupeds,” ACM Trans.
Graph., vol. 30, no. 4, p. 59, 2011.

[30] C. K. Liu, “Dextrous manipulation from a grasping pose,” ACM
Trans. Graph., vol. 28, no. 3, p. 59, 2009.

[31] I. Mordatch, E. Todorov, and Z. Popovi�c, “Discovery of complex
behaviors through contact-invariant optimization,” ACM Trans.
Graph., vol. 31, no. 4, p. 43, 2012.

[32] I. Mordatch, E. Todorov, and Z. Popovi�c, “Contact-invariant opti-
mization for hand manipulation,” in Proc. Symp. Comput. Anima-
tion, 2012, pp. 137–144.

[33] K. Bouyarmane and A. Kheddar, “Static multi-contact inverse
problem for multiple humanoid robots and manipulated objects,”
in Proc. IEEE-RAS Int. Conf. Humanoid Robots, 2010, pp. 8–13.

[34] K. Bouyarmane and A. Kheddar, “Multi-contact stances planning
for multiple agents,” in Proc. IEEE Int. Conf. Robot. Autom., 2011,
pp. 5546–5353.

[35] E. S.-L. Ho, T. Komura, and C.-L. Tai, “Spatial relationship pre-
serving character motion adaptation,” ACM Trans. Graph., vol. 29,
no. 4, pp. 33:1–33:8, 2010.

[36] K. Bouyarmane and A. Kheddar, “Humanoid robot locomotion
and manipulation step planning,” Adv. Robot., vol. 26, no. 10,
pp. 1099–1126, 2012.

[37] A. Clegg, J. Tan, G. Turk, and C. K. Liu, “Animating human
dressing,” ACM Trans. Graph., vol. 34, no. 4, pp. 116:1–116:9, Jul.
2015.

[38] M. Peinado, D. Meziat, D. Maupu, D. Raunhardt, D. Thalmann,
and R. Boulic, “Accurate on-line avatar control with collision
anticipation,” in Proc. ACM Symp. Virtual Real. Softw. Technol.,
2007, pp. 89–97.

[39] A. Escande, S. Miossec, M. Benallegue, and A. Kheddar,
“A strictly convex hull for computing proximity distances with
continuous gradient,” IEEE Trans. Robot., vol. 30, no. 3, pp. 666–
678, Jun. 2014.

[40] B. Faverjon and P. Tournassoud, “A local based approach for path
planning of manipulators with a high number of degrees of free-
dom,” in Proc. IEEE Int. Conf. Robot. Autom., 1987, pp. 1152–1159.

[41] F. Kanehiro, F. Lamiraux, O. Kanoun, E. Yoshida, and J.-P.
Laumond, “A local collision avoidance method for non-strictly
convex polyhedra,” in Proc. Robot.: Sci. Syst. IV. Zurich, Switzer-
land, Jun. 2008.

[42] P. Baerlocher and R. Boulic, “An inverse kinematics architecture
enforcing an arbitrary number of strict priority levels,” Vis. Com-
put., vol. 20, no. 6, pp. 402–417, 2004.

[43] R. Featherstone, Rigid Body Dynamics Algorithms. New York, NY,
USA: Springer-Verlag, 2007.

[44] P. E. Gill, S. J. Hammarling, W. Murray, M. A. Saunders, and
M. H. Wright, “User’s guide for LSSOL (Version1.0): A fortran
package for constrained linear least-squares and convex quadratic
programming,” Dept. of Operations Res., Stanford Univ., Stan-
ford, CA, USA, Tech. Rep. SOL 86-1, 1986.

[45] H. Audren, J. Vaillant, A. Kheddar, A. Escande, K. Kaneko, and
E. Yoshida, “Model preview control in multi-contact motion
application to a humanoid robot,” in Proc. IEEE/RSJ Int. Conf.
Intell. Robots Syst., 2014, pp. 4030–4035.

Joris Vaillant received the master’s degree in
interactive systems at Paul Sabatier University,
Toulouse, France, in 2010 and the PhD degree in
robotics from the University of Montpellier in
2015. His research interest is contact planning
and whole body motion for humanoids and virtual
avatars.

Karim Bouyarmane received the double Ingen-
ieur diploma from Ecole Polytechnique in Palai-
seau in 2007 and fromEcole Nationale Superieure
des Mines de Paris in 2008, and the PhD degree
from the University of Montpellier in 2011. He
recieved the PhD degree in the Joint Robotics Lab-
oratory (JRL) at the National Institute of Advanced
Industrial Science and Technology (AIST) in Tsu-
kuba, Japan. He then held a Japan Society for the
Promotion of Science (JSPS) post-doctoral fellow-
ship at the Advanced Telecommunications

Research Institute International (ATR) in Kyoto, in the Computational Neu-
roscience Laboratories working on brain-robot interfaces. He is currently a
CNRS research associate.

Abderrahmane Kheddar received the BSCS
degree from the Institut National dInformatique
(ESI), Algiers, the MSc and PhD degrees in robot-
ics, both from the University of Pierre and Marie
Curie, Paris 6. He is presently the directeur de
recherche at CNRS. He is the director of the
CNRS-AIST Joint Robotic Laboratory (JRL),
UMI3218/RL, Tsukuba, Japan; and the leader of
the Interactive Digital Humans (IDH) team at
CNRS-UM LIRMM at Montpellier, France. His
research interests include humanoid robotics,

haptics, and thought-based control. He is a founding member of the
IEEE/RAS chapter on haptics (now acting as a senior advisor), the
cochair and cofounding member of the IEEE/RAS Technical committee
onmodel-based optimization. He is presently an editor of the IEEE Trans-
actions on Robotics, and the Journal of Intelligent and Robotic Systems.
He is a foundingmember of the IEEETransactions on Haptics and served
in its editorial board during three years, 2007 to 2010, he also served as
an associate editor in the MIT Press PRESENCE journal. He coordinated
or acted as a PI for several EU projects. He is titular (full) member of the
National Academy of Technologies of France (NATF) and a senior mem-
ber of the IEEE.

" For more information on this or any other computing topic,
please visit our Digital Library at www.computer.org/publications/dlib.

1662 IEEE TRANSACTIONS ON VISUALIZATION AND COMPUTER GRAPHICS, VOL. 23, NO. 6, JUNE 2017



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /Algerian
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialUnicodeMS
    /BaskOldFace
    /Batang
    /Bauhaus93
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BodoniMTPosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /BritannicBold
    /Broadway
    /BrushScriptMT
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /Centaur
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /Chiller-Regular
    /ColonnaMT
    /ComicSansMS
    /ComicSansMS-Bold
    /CooperBlack
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /EstrangeloEdessa
    /FootlightMTLight
    /FreestyleScript-Regular
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Impact
    /InformalRoman-Regular
    /Jokerman-Regular
    /JuiceITC-Regular
    /KristenITC-Regular
    /KuenstlerScript-Black
    /KuenstlerScript-Medium
    /KuenstlerScript-TwoBold
    /KunstlerScript
    /LatinWide
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSansUnicode
    /Magneto-Bold
    /MaturaMTScriptCapitals
    /MediciScriptLTStd
    /MicrosoftSansSerif
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MS-Mincho
    /MSReferenceSansSerif
    /MSReferenceSpecialty
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NuptialScript
    /OldEnglishTextMT
    /Onyx
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Parchment-Regular
    /Playbill
    /PMingLiU
    /PoorRichard-Regular
    /Ravie
    /ShowcardGothic-Reg
    /SimSun
    /SnapITC-Regular
    /Stencil
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /TempusSansITC
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanMTStd
    /TimesNewRomanMTStd-Bold
    /TimesNewRomanMTStd-BoldCond
    /TimesNewRomanMTStd-BoldIt
    /TimesNewRomanMTStd-Cond
    /TimesNewRomanMTStd-CondIt
    /TimesNewRomanMTStd-Italic
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VinerHandITC
    /Vivaldii
    /VladimirScript
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /ZapfChanceryStd-Demi
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create PDFs that match the "Suggested"  settings for PDF Specification 4.0)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


